AUTO er flash 


ASA 400(DIN27) 


コニカ オー トス トロ ボ X -24 の 主 な 仕様 
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FARAZNI 
使用 フイ ルム 感度 | ASA 25~ASA 400 
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大 きき さ ・ 重 さ : 幅 85X 高 さ 57X 貞 66mm 
155g (WEN) 
HOMME OUT, FEES REF 
る こと が あり ます の て ご 系 くだ さい 
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KONICA X-24 SPECIFICATIONS 


Type: Shoe mount, direct contact cordiess. 

Operation: Automatic, dual range with 
‘manual option. Thyristor, series circuit 
electronics 

Power Source: 4 AA alkaline batteries or 
4 AA nickel cadmium rechargeable bat 


lim speeds auto: 
from Konica FS1 


shoe contact, 
Automatic flash ready: The X24 flash auto: 


matically transfers full charge data to the 
camera viewtinder LED display through 


{lash automatically adjusts camer! 
tur speed to 1/100th for electronic flash 
syne 

Ready lamp: Glows when X24 fully charged. 
Flash wi 
Also functions 
button 

No. of flashes: Approximately 300 with AA 
sikaline batteries, 


Recycle time: Varies with flash distance 


3 35 mm wide angle lens. 
1/1000th to 1/50,000th 
second depends on flash distance. 

Color temperature: Daylight —5500” Kelvin. 
Guide No.:80 (24 metric)with ASA 100 film 


40 (12 metric) with ASA 25 film 
Flash range: At 1/5.6 position: 

ASA 100:0.7-4.3 motors (2.3—14.11t) 
ASA 400:1 0-8 6 meters (3.328.211) 

At 1/11 position 

ASA 100:0.7—2.1 motors (2.36.9f0 
ASA 400:0.7-4 3 meters (23—14. 1ft) 
ASA 25-400 automatically set by 


Siz 


5 mm x 57 mm x 66 mm 
3.3" x 2.2" x 2.6" 
Weight: 155 g (60 2) including batteri 


© Specifications and design are subject to 
change without notice. 


| 


TEST 


NOMENCLATURES 
[1] Flash Window 

[2] Light Sea 
[3] Auto/Manual Selection Switch 
[4] Light-Sensing Window 

[5] Battery Chamber Compartment 
[6] Power Switch 

[7] Pitot Lamp/Tewt Button 

[8] Shoe Lock Screw 

[9] Hot Shoe 


[1] INSERTING BATTERIES 

1) Set the power switch [6] to the OFF 
Position. Place your thumb on the indented 
Portion of the battery compartment cover 
[5]. Push cover down to remove, 
2) Load four AA batteries into the battery 
compartment making certain the plus (+) 
and minus (—) ends of the batteries are 
inserted as indicated in the battery com- 
partment. 

3) Replace the battery compartment cove: 
Press down to close the cover securely. 


Note: You may use any type 
teries, standard pen! 
chargeable nickel cadmium type cells. 


QUICK CHECK | 


Before taking pictures, make a quick checi, _ 


to determine whether there is suffi 
battery power. Turn on the Kor 
Auto flash and you will hi 
ming sound emitting from the flash unit, 
The pilot lamp [7] will light in a few 
seconds. If the pilot light [7] takes over 
20 seconds to appear, insert a fresh set of 
batteries. 


FLASH TEST 

The pilot lamp [7] also serves as the tes; 
button. In order to determine if the flast) 
is functioning correctly depress the test 
button and a single flash will be emitted. 
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[2] MOUNTING THE X-24 ON 
YOUR KONICA FS-1 

1) Set the power switch [6] to the OFF 
position. Loosen the shoe lock screw [8] 
and insert the flash unit into the special 
hot shoe clip on the top of the Konica 
FS-1 came 
2) Tighten the shoe lock 
have now compiewu me 
tions. 


[3] USING THE AUTOMATIC MODE 
1) Set the power switch [6] to the ON 
Position. 

2) Set the shutter speed dial of your 
Konica FS-1 to any speed except B. 

3) Set the Auto/Manual Selector switch[3] 
of the X-24 Flash to the green mark (15.6) 
or to the red mark (f 11). 

4) wi depressing the shutter release 
button on the Konica FS-1, the f5.6 or 111 
LED in the viewfinder pulsate advising 
you that the flash unit is at full charge. 

5) Take your flash picture. 


tew [8]. You 
trical connee- 


Note: e In the automatic mode positions 
you are given the option of using either 
15.6 or f 11. 

© The {5.6 position will give you the great 
est flash distance. The f11 position will 
give you the greatest depth of field, Depth 
of field is the acceptable sharp focus in 
front of and behind your subject. 

e The “f” stop you have selected will 
remain fixed regardless of what ASA tiim 
ou are using. Films with higher 
ds will give you longer flash 
working distances, lower ASA spaad 
shorter flash distances, The flash distanci 
for ASA film speeds 100 and 400 are pro: 
vided on the scale [2] located at the top 
of the Konica X-24 Autoflash 

shutter speed dial can be wt any 
cept B. The shutter speed will 
automatically be changed to 1/100th 
second when the Konica X-24 flash is fully 
charged. The lens will automatically close 
down to either f5.6 or f11 depending on 
which “f” stop you have lected, The 
correct exposure will be provided by the 
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[2] MOUNTING THE X-24 ON 
YOUR KONICA FS-1 


1) Set the power switch [6] to the OFF 
Position, Loosen the shoe lock screw [8] 
and insert the flash unit into the special 
hot shoe clip on the top of the Konica 
FS-1 camera. 

2) Tighten the shoe lock screw [8]. You 
have now compietwu me wwctricat sonnes- 
tion 


[3] USING THE AUTOMATIC MODE 
1) Set the power switch [6] to the ON 
position. 

2) Sot the shutter speed dial of your 
Konica FS-1 to any speed ekewpt B. 

3) Set the Auto/Manual Selector switeh(3] 
of the X-24 Flash to the groan mark (15.6) 
or to the red mark (111). 

4) While depressing the shutter release 
button on the Konica FS-1, the 15.6 or 111 
LED in the viewfinder will pulsate advising 
you that the flash unit is at full charge 

5) Take your flash pietur 


you are given the option of using either 
15.6 or #11. 

® The 15.6 position wi fe you the great- 
flash distance. The f11 position will 
give you the greatest depth of field. Depth 
of field is the acceptable sharp focus in 
front of and behind your subject. 

® Tho “f" stop you have selected will 
remain Fixed regardless Of whar ASA tim 
speed you are using. Films with higher 
ASA speeds will give you longer flash 
working distance lower ASA speeds, 
shorter flash distances, The flash distances 
for ASA film speeds 100 and 400 are pro: 
vided on the scale [2] located at the top 
of the Konica X-24 Autoflash, 

© The shutter speed dial can be set at any 
speed except B. The shutter speed will 
automatically be changed to 1/100th 
second when the Konica X-24 flash is fully 
charged, The lens will automatically close 
down to er 15.6 or 111 depending on 
which stop you have selected, The 
correct exposure will be provided by the 


light sensing window [4]. 
* While your Konica X-24 Flash is recycl- 
ing, your Konica FS-1 will automatically 
be returned to the shutter speed and f stop 
you had previously selected for automatic 
non-flash pictures. There is no need to 
constantly change your shutter speed and 
1 stop. 

The ASA speed of the film is auto- 
ally set on the flash unit by the 
camera’s advanced circuitry. 


CONTINUOUS AUTOMATIC PHOTO- 
GRAPHY 
In case a given subject is situated at a close 
distance and its reflecting rate is relatively 
high, it is possible to take pictures in suc- 
cession by concurrently using the 1.5 f.p.s. 
to-winder of the Konica FS-1. 
® For continuous picture-taking, it is ad- 
visable to use fully rechargeable nickel 
dmium batteries or new alkali dry cells. 
® Make sure you use ASA 400 film. As 
for the f-stop selector, use the green mark 
115.6). 


USING MANUAL MODE 

Use your Konica X-24 Flash in the manual 
mode under special conditions such as day- 
light fill in flash or diffused light photo- 
graphy. 

1) Set the Auto/Manual Selector Switch 
[3] to the M (manual) position. 

2) Set the shutter speed dial on your 
Konica FS-1 to 1/60th second or slower. 
3) Determine the f stop by dividing the 
guide number 80 (ASA 100) by the dis- 
tance from the camera to the subject, 
Example: If the distance from the camera 
to the subject is 10 feet and you are using 
ASA 100 film, the correct f stop will be 
18. (80 divided by 10= 8) 


PRECAUTIONS 

© Remove the batteries if you do not in- 
tend to use your Konica X-24 Flash for a 
long period of time. 

© When batteries are worn, always re- 
place them with four new ones. 


For Use With Other Konica Cameras 


The Konica Auto Electronic Flash is pri- 
marily designed for use with the Konica 
FS-1. For use with other Konica cameras, 
follow the following step. 


1) Konica cameras usable 
Konica Autoreflex T3, T4 and TC 


2) Shuttor speeds 
Synchronized at speeds up to 1/125 
the readings of which are calibrated in red. 


3) Film speed and aperture values 
Set the film speed and aperture values ac- 
cording to the table given below, If the 
speed of the film used in your camera is 
ASA 100 with the electronic flash f-stop 
value selector set to the red mark, the lens 
aperture should manually be t to 1/5.6. 


4) Automatic light adjusting range 
Automatic light adjustment and correct 
exposure may be assured within a range of 
3.3-28.2 ft with the F-stop value selector 
set to the green mark and 2.3—14.1 ft with 
the selector set to the red mark (without 
relation to the speed of the film used — 
ASA 100 or 400). 


Qt 


KONISHIROKU PHOTO IND. U.S.A., INC.: 
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Für Den Einsa 


Mit Konica-Kameras 


フイ ルム 感度 と 調 光 絞り 値 


Film Speed and F-stop Values for Light Adjustment 


Emploi Avec D'autres Appareils 
Konica 

Le flash électronique automatique de 
Konica est conçu essentiellement pour 
fonctionner avec le Konica FS-1. Pour 
l'employer avec d'autres appareils Konica, 


procéder comme suit. 


1) Appareils Konica utilisables 
Konica Autoreflex T3, T4 et TC 

2) Vitesses d'obturation 

Synchronisées aux vitesses jusqu'à 1/125e 
sec., dont les lectures sont calibrées en 
rouge. 

3) Sensibilité de film et valeurs d'ouverture 
Régler la sensibilité et valeur d'ouverture 
en fonction du tableur donné ci-dessous. Si 
la sensibilité du film utilisé dans l'appareil 
est de 100 ASA et que le sélecteur de 
valeur f-stop du flosh électronique est réglé 
au repère rouge, l'ouverture d'objectif doit 
être réglé manuellement à 1/5.6. 

4) Plage de réglage automatique d'écl 
Un régi automatique d'éclairai 
exposition correcte sont assurés dans une 
plage de 1-8.6 m avec le sélecteur de 
valeur f-stop placé au repère vert et di 
une plage de 0.7 一 4.3m en réglant ce même 
sélecteur au repère rouge (sant relation à la 
té du film utilisé — ASA 100 ou 
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Range of Abtomatic Light Adjustment 


フイ ルム 感度 Film Speed 


セレ クタ ー マ ー ク 
Selectormark 


ASA 100 
(DIN 21) 


ASA 400 


Y 
(DIN 27) le ca 


Gelen mark 


Be? 


Green mark 


F2.8 


1.0~8.6m 
(3.3~28.2ft) 


F5.6 


赤 マ ー ク 
Red mark 


F5.6 


Fu 


0.7~4.3m 
(2.3~14.1ft) 


